VILLAGE OF AIRMONT

BOARD OF TRUSTEES
SPECIAL MEETING
AUGUST 24, 2026
9:00 am
. CALLTO ORDER
. PLEDGE OF ALLEGIANCE
. ROLL CALL

. DISCUSSION ON 2026 ROAD PAVING

. RESOLUTION AUTHORIZING THE VILLAGE ENGINEER TO PREPARE A
REQUEST FOR PROPOSALS FOR 2026 ROAD PAVING

. APPOINTMENT OF AD HOC MEMBER TO THE ZONING BOARD OF
APPEALS

. APPROVING PROPOSAL RECEIVED FROM EVERGREEN LANDSCAPING IN
THE AMOUNT OF $10,000 FOR THE EMERGENCY REPAIR OF A SINKHOLE
LOCATED AT 14 UTOPIAN PLACE NUNC PRO TUNC

. ADJOURNMENT



2026 AIRMONT ROADS LISTING FOR POOR CONDITON ROADS

Class 1

Campbell Avenue (from S. Airmont to Cragmere)
Brookside

S. Lorna Lane (from Cherry Hill to Smith Hill)
Smith Hill (from Shuart to N. Lorna)
Eagleview Court

VanOrden

Grandview

Cragmere from Campbell to #11

North DeBaun Avenue

Marjorie Drive

Todd Court

White Road (North sides of Gate)
Adams Lane {cul-de-sac)

South DeBaun - Route 59 to #13
Surrey Court

Larissa Court

Thomsen Drive

Eleanor Place

Gienmore Court

Farmer Lane

Besen Parkway

Kenneth Court

Annette Lane

North Post Lane

Young Court

Glasgow Lane

Regina Read (future sidewalk project)

All Road drainage and curbing should alsc be coordinated at the same time.



July,2026

Mayor Nathan Bubel & Village Board Members
Village of Airmont

P.O. Box 578

Tallman, NY 10982

Re: 2026 Road Paving Options
Dear Mayor Bubel and Village Board Members:

As requested, our office has reviewed the existing Village Streets and has prepared the list below
to assist with identifying Village Streets that are not in satisfactory condition. The roads listed
below are based upon the Village's 2026 roadway review and have been provided with
preliminary budget estimates based upon approximate roadway quantities, curbing, drainage
structure repairs, and pavement restoration requirements. The roads are listed below.

1. Campbell Avenue — from South Airmont Road to Cragmere Road

The road is approximately 2,465 ft long and 24 ft wide. The road contains concrete curbing,
roadway striping and approximately four catch basins. The roadway exhibits typical age-related
deterioration including cracking, patching and surface wear. [t is considered a low-volume

roadway.

A mill of the top 2" and repaving would generally consist of traffic control, resetting any frames
and grates, repair of catch basins and pavement restoration.

The estimated cost for a repave is approximately $180,480.00.

2. Brookside

The road is approximately 802 fi long and 22 ft wide. The road contains approximately seven
catch basins and roadway striping. The roadway exhibits typical age-related deterioration
including cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, resetting any frames
and grates, repair of catch basins and pavement restoration.

The estimated cost for a repave is approximately $58,182.00.

3. South Lorna Lane — from Cherry Hill Road to Smith Hill Road

The road is approximately 1,914 ft long and 30 ft wide. The road contains concrete curbing,
roadway striping and approximately fifteen catch basins. The roadway exhibits typical age-
related deterioration including cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, resetting any frames
and grates, repair of catch basins and pavement restoration.

The estimated cost for a repave is approximately $183,510.00.
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4. Smith Hill Road — from Shuart Road to North Lorna Lane
The road is approximately 1,509 ft long and 24 ft wide. The road contains roadway striping. The
roadway exhibits typical age-related deterioration including cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, resetting any frames
and grates and pavement restoration.

The estimated cost for a repave is approximately $108,648.00.

5. Eagleview Court

The road is approximately 802 ft long and 30 ft wide. The road contains approximately three
catch basins. The roadway exhibits typical age-related deterioration including cracking, patching
and surface wear. It is considered a low-volume roadway.

A mill of the top 2" and repaving would generally consist of traffic control, resetting any frames
and grates, repair of catch basins and pavement restoration.

The estimated cost for a repave is approximately $74,430.00.

6. Van Orden Avenue

The road is approximately 2,305 ft long and 28 ft wide. The road contains approximately nine
catch basins. The roadway exhibits typical age-related deterioration including cracking, patching
and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, resetting any frames
and grates, repair of catch basins and pavement restoration.

The estimated cost for a repave is approximately $200,370.00.
7. Grandview Avenue
The road is approximately 1,205 ft long and 24 ft wide. The roadway exhibits typical age-related

deterioration including cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control and pavement
restoration.

The estimated cost for a repave is approximately $134,960.00.

8. Cragmere Road — from Campbell Avenue to No. 11 Cragmere Road

The road is approximately 4,212 ft long and 24 ft wide. The road contains concrete curbing,
roadway striping and approximately twelve catch basins. The roadway exhibits typical age-

related deterioration including cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, resetting any frames
and grates, repair of catch basins and pavement restoration.
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The estimated cost for a repave is approximately $396,504.00.

9. North DeBaun Avenue
The road is approximately 3,517 ft long and 30 ft wide. The road contains concrete curbing,

roadway striping and approximately four catch basins. The roadway exhibits typical age-related
deterioration including cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, resetting any frames
and grates, repair of catch basins and pavement restoration.

The estimated cost for a repave is approximately $319,530.00.

10. Marjorie Drive
The road is approximately 2,426 ft long and 30 ft wide. The road contains approximately eleven

catch basins. The roadway exhibits typical age-related deterioration including cracking, patching
and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, resetting any frames
and grates, repair of catch basins and pavement restoration.

The estimated cost for a repave is approximately $323,630.00.

11. Todd Court
The road is approximately 268 ft long and 30 ft wide. The road contains approximately one catch

basin. The roadway exhibits typical age-related deterioration including cracking, patching and
surface wear. It is considered a low-volume roadway.

A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $24,870.00.

12. White Road (North Side Gate Area)
The road is approximately 500 ft long and 28 ft wide. The road contains concrete curbing and

approximately three catch basins. The roadway exhibits typical age-related deterioration
including cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $44,250.00.
13. South DeBaun Avenue — Route 59 to No. 13

The road is approximately 1,079 fi long and 28 ft wide. The road contains approximately three
catch basins. The roadway exhibits typical age-related deterioration including cracking, patching

and surface wear.
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A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $92,886.00.

14. Surrey Court

The road is approximately 238 ft long and 30 ft wide. The road contains concrete curbing and
approximately one catch basin. The roadway exhibits typical age-related deterioration including
cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $22,170.00.

15. Larissa Court

The road is approximately 578 ft long and 30 ft wide. The road contains concrete curbing and
approximately three catch basins. The roadway exhibits typical age-related deterioration
including cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $54,270.00.

16. Thomsen Drive

The road is approximately 2,247 ft long and 30 ft wide. The road contains approximately seven
catch basins. The roadway exhibits typical age-related deterioration including cracking, patching
and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $207.480.00.

17. Eleanor Place

The road is approximately 992 tt long and 30 ft wide. The road contains concrete curbing and
approximately two catch basins. The roadway exhibits typical age-related deterioration including

cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $90,780.00.
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18. Glenmere Court
The road is approximately 664 ft long and 30 ft wide. The road contains approximately three

catch basins. The roadway exhibits typical age-related deterioration including cracking, patching
and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $62,010.00.

19. Farmer Lane
The road is approximately 566 ft long and 30 ft wide. The road contains concrete curbing and

approximately four catch basins. The roadway exhibits typical age-related deterioration including
cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $53,940.00.

20. Besen Parkway
The road is approximately 2,132 ft long and 30 ft wide. The road contains concrete curbing and

approximately eleven catch basins. The roadway exhibits typical age-related deterioration
including cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $275,570.00.

21. Kenneth Street
The road is approximately 398 ft long and 30 ft wide. The road contains approximately five catch

basins. The roadway exhibits typical age-related deterioration including cracking, patching and
surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $39,570.00.
22. Annette Lane
The road is approximately 1,655 ft long and 30 ft wide. The road contains concrete curbing and

approximately eleven catch basins. The roadway exhibits typical age-related deterioration
including cracking, patching and surface wear.

5]



A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.
The estimated cost for a repave is approximately $157,200.00.

23. Post Lane North

The road is approximately 1,312 ft long and 28 ft wide. The road contains concrete curbing and
approximately five catch basins. The roadway exhibits typical age-related deterioration including
cracking, patching and surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $113,958.00.

24. Harlow Lane
The road is approximately 470 ft long and 30 ft wide. The roadway exhibits typical age-related
deterioration including cracking, patching and surface wear. It is considered a low-volume

roadway.

A mill of the top 2" and repaving would generally consist of traffic control and pavement
restoration.

The estimated cost for a repave is approximately $42,300.00.

25. Young Court

The road is approximately 282 ft long and 30 ft wide. The road contains concrete curbing. The
roadway exhibits typical age-related deterioration including cracking, patching and surface wear.
[t is considered a low-volume roadway.

A mill of the top 2" and repaving would generally consist of traffic control and pavement
restoration.

The estimated cost for a repave is approximately $25,380.00.

26. Glasgow Lane

The road is approximately 788 ft long and 30 ft wide. The road contains approximately six catch
basins. The roadway exhibits typical age-related deterioration including cracking, patching and
surface wear.

A mill of the top 2" and repaving would generally consist of traffic control, repair of catch basins
and pavement restoration.

The estimated cost for a repave is approximately $75,420.00.

The total estimated amount for the repaving of all listed roads above is approximately $3.89
million. Our office has estimated the above based upon approximate roadway quantities and the
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unit prices provided for milling and paving, asphalt curbing, and catch basin repairs. The above
estimates are intended for budgeting purposes only and actual costs may vary based upon final
quantities, field conditions, utility adjustments, and construction bids received.

If you have any questions or require any further information, please do not hesitate to contact our
office.

Very truly yours,

LANC & TULLY, PC
Eomand & %@/ﬁ/

Samantha E. Finlay
Staff Engineer
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RESOLUTION NO 26- VILLAGE OF AIRMONT

TITLE: RESOLUTION AUTHORIZING THE VILLAGE ENGINEER TO PREPARE A
REQUEST FOR PROPOSALS FOR THE 2026 PAVING OF THE FOLLOWING ROADS:
IN AN AMOUNT NOT TO EXCEED §$ 1,049,518.00

The motion was moved by
The motion was seconded by

The votes of the Board of Trustees were as follows:

NAME YES NO ABSTAIN ABSENT

Bubel

Moses

Toole

Friedman

Zorger

Date: August 24, 2026
Village of Airmont

Mayor Nathan R. Bubel



RESOLUTION NO 26- VILLAGE OF AIRMONT
TITLE: APPOINTMENT OF JACOB WERZBERGER AS AN AD HOC MEMBER
TO THE ZONING BOARD OF APPEALS FOR A TERM TO EXPIRE THE FIRST
MONDAY IN APRIL 2027

The motion was moved by
The motion was seconded by

The votes of the Board of Trustees were as follows:

NAME YES NO ABSTAIN ABSENT

Bubel

Moses

Toole

Friedman

Zorger

Date: August 24, 2026
Village of Airmont

Mayor Nathan R. Bubel



RESOLUTION NO 26-

TITLE:

The motion was moved by
The motion was seconded by

The votes of the Board of Trustees were as follows:

VILLAGE OF AIRMONT

APPROVAL OF PROPOSAL RECEIVED FROM EVERGREEN
LANDSCAPING IN THE AMOUNT OF $10,000 FOR THE EMERGENCY REPAIR OF
A SINK HOLE LOCATED AT 14 UTOPIAN PLACE NUNC PRO TUNC

NAME

YES

NO

ABSTAIN ABSENT

Bubel

Moses

Toole

Friedman

Zorger

Date: August 24, 2026

Village of Airmont

Mayor Nathan R. Bubel



FVFRGREEN

VILLAGE OF AIRMONT
251 CHERRY LANE Village of Airmont Jobsite | 14 Utopian Pl| Emergency
AIRMONT, NEW YORK 10952 Catch Basin Rebuild and Pipe Replacement

251 Cherty Lane Airmont, New York 10952

EstID: EST6519213
Date: Aug-12-2026

14 Utopian PI - Emergency Catch Basin Rebuild and Pipe Replacement

1 Catch Basin Rebuild $6,500.00 $6500.00
1 Pipe Repair/Replacement $3,500.00 $3500.00
Subtotal $10,000.00
Taxes $0.00
Estimate Total $10,000.00

Contractor: Client:

David Rottenberg

Signature Date: 08/12/2026 Signature Date:

Email: creisz@egreenls.com

Evergreen Landscaping & Maintenance P.(845) 288-0006 http://egreenls.com
PO Box 662 creisz@egreenls.com

Monsey, New York Est ID: 6519213
10952 page 1 of 1



